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PRODUCT DESCRIPTION 
  

TITAN SEALER is a one-component high performance waterproofing coating sealer with high gloss finish. It has been developed to seal and 
protect surfaces against moisture, oil, grease and other contaminants.  
 

USES AND CHARACTERISTICS 
                

TITAN SEALER is a clear coating sealer developed with acrylic resin. It is recommended for ceramic shingles, concrete shingles, masonry, stones, 
porous floors - both indoors and outdoors. 
 

 

TECHNICAL SPECIFICATIONS 
 

VOC < 590g/L– USA Method EPA 24   

Color Clear 
 

Appearance High gloss 
 

Solids*           By weight 
                       By volume 

31 ± 2% 
27± 2% 
 

Coating Thickness  25-30 micrometers, 2 to 3 coatings  (dry film)*  

Theoretical  
coverage 

38,90m²  to 25 micrometers /3.6L gallon  

Practical Coverage 
The practical coverage varies according to the material losses during preparation, porosity and 
ruggedness of surface, piece geometry, application methods, application techniques, spills, 
excess dilutions, climate conditions and excessive thickness of film applied. 
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Drying Times 

 
  
      Surface 

Temperature 
Tack-Free  Light Foot                     

Traffic 
Heavy Foot     

Traffic           
  Recoat 

(Min-Max) 
Full Cure 

59°F (15°C)            20 minutes 07 hours 96 hours 07-24 hours 07 days 
77°F (25°C)            10 minutes         06 hours 84 hours 06-20 hours 06 days 

89°F (32°C) 05 minutes 05 hours 72 hours 05-18 hours 05 days 
 

 
Flash point 

 
88°F (31°C) 

 
Resistance to Dry Heat 

 
Maximum temperature 176°F (80°C).  
 
Organic coatings may suffer chances in color, shine and adherence when exposed to elevated 
temperatures. 

 

 
                                                     Drying times will depend on ventilation, air temperature, surface temperature, air humidity and film thickness. 

Under different conditions, always consult Titanium Ricochet Technical Assistance. For recoating, the values will 
not be valid if the recoat is done with a product other than Titan Sealer. If time exceeds the maximum limit, please 
consult the Technical Department for appropriate recommendations to improve adhesion. Not complying to these 
precautions may result in lack of adhesion between layers.   

 
 

APPLICATION 
  

Surface Preparation      Apply over completely dry, non-oily and clean surfaces. Remove grease, oils and other contaminants to enhance 
adherence. To clean, apply Thintanium Reducer 402 or wash thoroughly with soap and water and wait for it to 
dry completely. 

 
 In case of mold, mildew, pollution residues or algae on the surface, clean with metal bristle brush or sand the 

surface. Wash with a mixture of equal parts bleach and water using water jets with minimum 2000 psi pressure 
washer until complete removal of dirt. After cleaning, wait for the substrate to completely dry before starting 
application. 

                                                     
 For concrete or masonry surfaces, allow a minimum of 30 days to properly dry/cure. If there is formation of  lime 

cream on the surface, it must be completely removed by sanding and washing with acid solution for concrete 
cleaning. 

  When the application of sealer is done over a previously painted surface, the surface must be sanded and a 
compatibility test must be performed to ensure proper adhesion and quality. 
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 Mixture                                        Single component. Stir well in order to make it homogeneous. Add reducer only after the paint is homogeneous    
                                                       

Volume Dilution       Dilute up to 20% with Titanium Reducer 402. The percentage for dilution varies according to the equipment 
used and environmental conditions.  
 

   
Brushes Appropriate for small area touch-ups. Use brush 75-100mm wide for larger surfaces, and 25-38mm for touch-

ups. 
 
Rollers Use lamb wool or synthetic wool rollers. 
 
Spray gun The information below is just for guidance. May be used for similar equipment. Changes in the pressure and 

sizes of nozzle may be necessary in order to improve pulverization. Before application, purge the compressed 
air line to avoid paint contamination. 

 

Conventional 

Spray gun JGA 502/3 Devilbiss 

Nozzle EX 

Air shield 704 

Atomization 
pressure 

40 to 50 psi 

Tank pressure 15 to 20 psi 

Dilution 
Necessary up to 20% 

of the volume 

 
 
 
Clean up   Clean all the equipment with Thintanium Reducer 402 immediately after use. It is good work practice to 

periodically wash the pulverization equipment during the day.  The frequency of cleaning will depend on the 
amount to be pulverized, temperature, and the time elapsed, including all delays. 

 
 

ADDITIONAL INFORMATION 
 
 
Disposal of Containers Dispose of contents, container and any other material absorbed by the product in accordance with local, regional, 

national, and international regulations. Handle empty containers with care because residual vapors are 
flammable. Avoid release to the environment. This material is toxic to aquatic life with long lasting effects. Collect 
spillage.  
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Storage                   Maximum storage: 24 months. The non-diluted material  (in closed container) must be stored in a dry, cool, and 

well-ventilated place, with maximum temperature 104F (40C). Keep container tightly closed. Store locked up.  
 
 
Safety Information                       During application we recommend the use of gloves, goggles and anti-explosive equipment. Stay away from    
                                                    flames  and welding. No smoking. Certify that the electric installations are perfect and do not cause sparks. 
                                                    In case of fire, use carbon dioxide fire extinguishers or chemical powder. Do not use water to extinguish the fire. 

    Appropriate ventilation: Apply only in well-ventilated, dry areas to remove all vapors and solvents. As solvent                                            
vapors are heavier than air, ventilation ducts should be installed in the lower part of internal areas. Ventilation  
should be provided during the product cure time. Do not use thinner or reducer on skin. Use alcohol and then 
wash with water and appropriate cleaning paste. Apply skin reconstructing cream.  If there are signs of inhalation 
intoxication, the intoxicated person should be removed immediately to a well-ventilated place. In case the product 
is swallowed, do not induce vomit. Get medical aid. For more information, see product MSDS. 

 
Observations                            The exposure to elevated temperatures may accelerate the loss of shine.  

    For maximum performance, the room temperature must be above 50F (10C); The surface temperature must        

be below 126F (52C). Do not apply when air humidity is above 185ºF (85ºC). Do not apply outdoors if rain is  
expected within 24 hours. 

 
                                                      VOC values are supplied for guidance. They may be subject to variations dependent on factors such as normal 

factory tolerance. 
 

    * Depending on the ruggedness of the material, the porosity of surface, and the type of substrate to achieve the  
desired shine and finish, it may be necessary to apply a higher number of coats. 

 
                                                                     

Disclaimer                             The information presented in this Product Data Sheet is based on Titanium Ricochet’s experience and knowledge 
and has been compiled for your assistance and guidance. Anyone who uses this product for any purpose other 
than that specifically recommended in this Product Data Sheet without first obtaining our confirmation about the 
suitability of such to the specific purpose that is intended, does so at his own risk. As we have no control over 
the quality and condition of the substrate or the many factors affecting the use and application of this product, no 
express or implied warranty is given or suggested in respect of such information. Therefore, unless we 
specifically agree in writing to do so, we assume no liability for performance or (subject to applicable law) any 
material or personal damages resulting from the use of the information or products mentioned herein. The 
information contained in this Product Data Sheet is subject to periodic modifications, in accordance with our 
policy of continuous development and product improvement. It is the responsibility of the user to check with 
Titanium Ricochet if this Product Data Sheet is updated prior to use. 

 
Limited Warranty We guarantee that this product conforms to Titanium Ricochet’s technical quality specification. The product 

warranty is limited to quality defects and merchantable quality. Customer is responsible for proper application of 
all products. The application of the coating has variables that cannot be controlled by our company. If you are 
not satisfied with the quality of the product, contact Titanium Ricochet for the return of the remaining material 
together with the purchase receipt. The limited warranty will replace the product or refund the full purchase price. 
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Other costs such as labor, materials, incidental or any other damages are excluded from this warranty. The 
warranty gives you specific legal rights. You may have other legal rights that vary according to each state.  

 
 

 
 


